
Contents:
AimSHOT Tactical Tx950 LED Illuminator
Rail Mounted Pressure Pad Switch
On/Off Push Button Switch
Three CR123 Lithium Batteries
Mt61167 Picatinny Rail Mount

Optional Accessories:
MT61168 Tri-Rail Barrel Mount Adapter
MT61172-40LP Low Profile Quick Release Mount
MT61178 Barrel Dual Mount for Laser & Flashlight

For more information on AimSHOT 
products, please visit our website at 

www.aimshot.com

Bore Sights & Arbors

Red Laser Sights

Green Laser Sights

Universal Mount Systems

Xenon Illuminator Flashlights

HeatSeekers

Reflex Sights

Installation:
1. Remove battery cap, insert flashlight body into MT61167 Rail Mount. 

you do not need the plastic spacer in the mount w/ the Tx950 light.  
2. Insert batteries with the positive side first. tighten battery cap snug to 

body of light. If the switch doesn’t work, make sure there is lubrication 
on the o-ring that seals the light. If there’s no lubrication, it can be 
difficult to screw the cap all the way onto the threads and not make 
contact in order for the light to function. 

3. Clamp the mount with flashlight onto rail and tighten screws. the 
middle screw holds the light to the mount, the outer two screws hold 
the mount to the picatinny rail. 

Do not over tighten the screws, minimal pressure is needed to 
hold the mount and light in place!!!

Operation:
1. On/off switch:  Press switch halfway repeatedly to cycle through 

High/Low/Strobe modes.  Press switch completely to keeps selected 
mode.

2. Pressure switch: Press to turn on.  Release to turn off.  Each  press 
and release will cycle to the next mode.

Instruction Manual

TX950 TACTICAL
LED ILLUMINATOR
®

Lumens:
Battery:

Battery Life:
Dimensions:

Weight (w/Batteries):
Construction:

Finish:
Waterproof:

Warranty:

950 (output of LED per CREE specs)
Three CR123 Lithium
2.5 (High)/6 (Low) Hours Continuous
7.2”L x 1”Ø Handle, 2.5”Ø Bezel
9.9oz
6061 T6 Alloy Aluminum body wrapped
with non-slip rubber
Matte Black
30M
5 Year Limited

Specifications

TMUtilizes high quality Cree  LED bulbs for longer life
Super lightweight @ 9.9 oz 
Made of durable 6061 T6 Aluminum Alloy with non-slip rubber body
Advanced aluminum heat dissipation system
3 function button switch (High/Low/Strobe)
Double silicone waterproofing seals
Waterproof to 30M
5 Year limited warranty

Designed, Assembled, and Packaged in the USA
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